
24" CATCH CURB AND GUTTER

24"

FLOW AWAY CURB AND GUTTER

18"

1
2

"

12"

2"

1
0

"

24"

24" DRIVE THROUGH GUTTER

SEE NOTE 9

1
2

"

12"

12"

1"

6" 24"

3

1

2

"

7"

2

1

2

"

6
"

1
3

"

7" 23"

30" CATCH CURB AND GUTTER

12"

12"

1
2

"

6"

2"

7

1

2

"

30"8"

30" DRIVE THROUGH GUTTER

SEE NOTE 9

CROSS GUTTER

48"

NOTES:
1. SUB-BASE UNDER ALL CURBS AND GUTTERS SHALL MATCH WHAT IS IN THE ROAD WITH A MINIMUM OF 8" OF COMPACTED UNTREATED BASE

COURSE.

2. IF CONCRETE IS TO BE POURED NEXT TO A CURB #4 REBAR SHALL BE DOWELED 3" INTO CURB AND 4" INTO SIDEWALK.  REBAR SHALL BE

INSTALLED A MINIMUM OF 2" FROM TOP OF SIDEWALK AND CURB 24" O.C.

3. SIDEWALKS SHALL HAVE CONSTRUCTION JOINTS EVERY 5'.

4. TOP FRONT OF SIDEWALK SHALL BE PLACED AT THE SAME GRADE AS TOP BACK OF CURB.

5. TACK SHALL BE APPLIED TO LIP OF CURB AND EXTEND 1' ONTO GRAVEL ROAD BASE.

6. PAVERS, FABRIC, SAND MATERIAL AND INSTALLATION SHALL MEET THE SPECIFICATIONS AND REQUIREMENTS OF APWA 32 14 13 (PRECAST

CONCRETE UNIT PAVING) AND 32 14 16 (BRICK UNIT PAVING).

7. ESTABLISH PAVER PATTERN TO ASSURE ALL CUT EDGE PAVERS SHALL BE HALF PAVERS OR LARGER.

8. ALL PAVERS SHALL MATCH THE ORGINAL COLOR OF THE DARK RED CONCRETE PAVERS ON MAIN STREET

9. MODIFIED CURB & GUTTER IS ONLY TO BE USED IN THE RESIDENTIAL SUB LOCAL ROAD - 42' RIGHT OF WAY UNLESS OTHERWISE APPROVED

BY THE CITY ENGINEER.
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