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NOTES:
1. CONDUITS ENTERING ANY JUNCTION BOX SHALL HAVE END BELLS TO PROTECT WIRE FROM DAMAGE.

2. SECONDARY WIRE SHALL BE RATED FOR 600 VOLTS AND BE THE URD TYPE. CARE SHALL BE TAKEN IN INSTALLATION AS NOT TO DAMAGE

WIRE INSULATION.

3. ALL SECONDARY WIRE SHALL EXTEND A MINIMUM OF 36" & A MAXIMUM OF 48" FROM TOP OF BOX (WITHOUT THE LID).

4. SECONDARY PEDESTALS SHALL FACE TOWARDS THE STREET AND SHALL BE LEVEL.

5. ROADBASE SHALL BE USED UNDER ALL PEDESTALS. ROADBASE SHALL BE COMPACTED TO 95% OF DRY DENSITY. COMPACTION TESTS SHALL

BE TAKEN PRIOR TO ANY PEDESTALS BEING SET INTO PLACE.

6. CONDUITS SHALL BE 2" TO 4" HIGHER THAN INSIDE GRADE OF PEDESTAL. (INSIDE GRADE IS THE BOTTOM OF THE PEDESTAL)

7. LOCKING MECHANISM SHALL BE 10" FROM FINISHED GRADE.

8. USE ONLY APPROVED JUNCTION PEDESTALS: PENCELL AG20HDXCL-NL & NORDIC PSP-15-15-30-MG OR APPROVED EQUIVALENT.

9. SECONDARY SERVICE LATERAL CONDUITS SHALL BE SEPARATED HORIZONTALLY IN THE TRENCH FROM COMMUNICATIONS CONDUITS.
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